


TECHNICAL SPECIFICATION

UPLINK

FITMENT

OPTIONS

Antenna
Segmented 0.75, 1.0 & 1.2 metre motorised antenna
Fully automated satellite acquisition and tracking

Ku Uplink Frequency
13.75 – 14.5 GHz

Ku Downlink Frequency
10.95 – 12.75 GHz

Antenna Gain (Ku Tx mid-band)
0.75m = 38dBi (typ)
1.0m = 41.5dBi (typ)
1.2m = 43.5dBi (typ)

TX Polarisation
Vertical or horizontal

RX Polarisation
Orthogonal to TX

Communications
Integral iDirect modem
8 port Gigabit Ethernet hub
Wi-Fi hub IEEE 802.11b, 802.11a and 802.11g Compliant

Controller
Intuitive Windows based user interface 
(touch screen capable)

Power System
Runs on 11-18V DC, 120V AC or 240V AC 
4 x 6.5Ah (Pag style) batteries

DC Consumption 
Less than 7A @ 24V (Assuming 6W BUC)

Mains Power Consumption
Less than 1A @ 240V (including charging batteries)

Antenna Unit Weight
From 50kg (110lbs) depending on options

Ground Mounting
Stabilising feet available

Flyaway Cases

Vehicle Roof Mounting
Fits easily to standard roof bars

ABS Plastic/Composite
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POWER POD IP POD

INTERFACE

POWER SUPPLY

24V BATTERY PACKS

ETHERNET HUB
(HIDDEN)

iDIRECT MODEM

WIRELESS ACCESS POINT

LED STATUS 
LIGHTS
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